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HTTR,1.1 200 OK
Connection: close
Content-Type: text/html
Cache-Control: no-cache

<IDOCTYPE htm] PUBLIC "/ W3C//DTD wHTML 1.0 strict//EN"
"hetp:www, w3, or g TR XHEm L /D7D htmIl-strict. dtd" >

<Etm; xmins="http:/Awww. w3, org/1999, <htm1" =xm1:Tang="en" Tang="en":

<head:>

<tit1e>MichchiE TCRAIP Stack Demo Aapp</titlex

<link href="/mchp.css" rel="styleshaet" typa="text/css" /»

<script src="/mchp. js" Type="text/javascripts</scripts

</head=

<body>
<tdiv 1d="shadow-one"=<div id="shadow-two"><div Jd="shadow-three"»><div 1d="shadow-four":
<div id="page">

<div style="padding:0 0 Spx Spx"»<img src="/mchp.gif" alt="Microchip" /=< /div>
<div dd="title"><div class="right">TCP/IP Stack Demo Application</divs<span id="hello"=&nbsp; </ span=</divs

<div id="menu">

<3 href="/ndex. htm"=0overview:/ax

<a href="/dynvars. htm">Dynamic variables</a»

<a href="/forms.htm">Form Processing</ax

<a href="/ auth. htm"=authentication< ax

<a href="/ /cookies.htm"=Cookies< ax

<a href="/ /upload.htm">File UpToads</a>

<a href="/email">send E-mail<fax

<a href="/dyndns ">0ynamic DNS</ax

<a href="/protect/config. htm"»Network Configurations</ax
<a href="/snmp/snmpcontig. htm">suMP Configuration</ax
< v

<div id="content">
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) - o x|
Microsoft Windows XP [fF7s 5.1.26881
CC» Copyright 1985-28@1 Microsoft Corp.

C:»Documents and SettingsA14846 .MCHP-MAIN:*telnet 192.168.2.21 8A
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BEE REE B0 #EED A

: Windows

GET / HTTP/1.1Host: 192.168.2.21lUser-Agent: Hozilla/5.8 (Windows; U
HT 5.1; zh-TW; rv:1.9.2.3) Gecko/20180481 Firefox/3.6.3 ( .NET CLR
3.5.308729)Accept:
text/shtml,application/xhtml+xml,application/xml;q=0.9,*/*;q=8.8Accept-
Language: zh-tw,en-us;q=08.7,en;q=0.3Accept-Encoding: ip,deflatefccep
Charset: UTF-8,#*Keep-Alive: 115Connection: kKeep-alive
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& =] |

HTITP.-1 .1 288 OHK
Connection: close
Content—Tuype = text.html
Cache—Cont»ol=- no—cache

<*TDOCTYPE html PUBLIC ""—r s WIC--DITD HHTHL 1.8 Strict-~EN'

Thttpop:s v w3 corgsTRABtm11l DTD»xhtmll —styrict . ded™ >
<“html xmlns=""http:-. v _.wd _ org-1922?--xchtml" xml:=-lang=""en"" lang=""en"' ">
< head >

<“title>Microchip TCPA-IP Stack Demo App<~title>

rel=""stylesheet"" tyupe=""textcss"" >
type=""textJjavascript"">»{  script >

< 1link href=" mchp.css
Cscript src=""mchp.js"
< head>

="shadow—one"">{div id=""shadow—two"">{div id=""shadow—three' ><{div
—Fouwr """
<Ldiv did=""page"'">

<Ldiv style=""padding -8 B Spx Spx"">*{img src="mchp.gif"" alt="Microchip"" ~><{diuv>

Ldiv did=""title""><{div class="right"">TCP-IF Stack Demo Application<div>{span id=""
he llo"">Enbsps<span><{diuv>

<div Jid=""menuw’'" >

<a href="+ dndex_._htm"">0verviewd a>

<a href =" dynvars . .htm"">Dynamic UVariables<a>
<a href ="/ Fforms._.htm"">Fox»m Processing<.a>
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Lab: How to Get mchp.gif

wWEE REE R0 FRE FEEE I8RO HAD

@ - ot 00 | fem htpA92168.2 21/mchp. gif
o BELE § HFELE o e
{us mehp_gif (GIF BH * 152x42 &)
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e http://en.wikipedia.org/wiki/Hypertext Tr
ansfer_Protocol
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2\ Microchip Tools
"Microchip TCP/IP Configureation Wizard

Centers

+* Microchip TCP/IP Configuration Wizard EEE

! i g

Microchip TCP/IP Configuration Wizard

Thiz toal will help wvou configure the TCRIF stack by generating the
TCPRIPConfig.h for vou application through a series of questions.
Advanced uzer: mavwizh to configure thiz file manually.

To beain, select vaur MPLAB praject directar:
|I::"~Mi|:n:u:hi|:| Solution:_MewStack \TCPIP Demao App | [ Browse...

[ Configure “wWireless 5 ettings
[] Show Advanced Settings

Yersion 1.0.3775.22758
Build Cate TR 3. 2010

C Mest s J[ Cancel
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———  Ethernet Device Discover
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Microchip Ethernet Device Discoverer

[ Dismover Devices i
IP Address Hozt Hame MAC Address Cther Info
192168221 MCHPBOARD 00-04-4 3-00-00-00
_—
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E.... Microchip Weh Preview Tool

Welcome to the Microchip Web Preview Tooll

This tool helps developers presview the design of their web pages on thedr local PC withont havving to load
them onto an embedded application. To begin, select the web page and the website root directory.

Web Page to Presiew:

icrochip Solutonst\dzus TCPIP (Google Powerteter Demo AppyWebPazesind e b | Browss |
Webzite Foot Divectory:
CAbicrochip Solubonsid sue TCPIP Google Powerbdeter Demo AppyWebPages | Birowess |

(Povevtes |
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M\ Microchip Hash Table Filter Enkry Calc

Destinakion MAC address :

|DDD4A3112233

R - Hash Table Settings :
I CRC: 6005A7E7h; bitd of EHTO

Calculate

it
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